


INSTRUMENT LINE INSTALLATION, PT-17,N2S-1,N2S-3,N25-4,PT-13, N2S-5
REAR COCKPIT continued

Figure 75
Part No. Description Cond.
Attach hdw. 3 ea. AN520-10-8, 3 ea. AN960-10, 3 ea. AN365-1032A F/N
A201-0250-0600-0707 Line-flexible, oil pressure F/N
AN780-4 Nipple-A201-0250-0600-0707 connect to oil press gauge N-S
E75N1-3808-3 Line assy-o0il pressure gauge to tee N-P
B75-3813 Block-engine gauge lead support, 4 required N-P
S-101-D20 Tube clip, 3 required F/N
S-101-D18 Tube clip, 1 required F/N
Attach hdw. 2 ea. AN520-10-20, 4 ea. AN365-1032A, 4 ea. AN960-10 F/N
FRONT COCKPIT

A201-0187-0600-0407 Line-flexible, airspeed indicator pitot F/N
A201-0187-0600-0407 Line-flexible, airspeed indicator static F/N
3-2-2-RST Tee-airspeed indicator, static F/N
AC8l11-FT-3 Nipple—-flex line connect to AGE75N1-3806-5 & =7 lines,

2 required N-S
E75N1-3806-9 Line assy=-altimeter to airspeed indicator N-P
AC811-CT-3 Elbow-altimeter-connect AGE75N1-3806-9 line N-S
E75N1-3806-7 Line assy-airspeed indicator to tee, pitot N-P
E75N1-3806-5 Line assy-airspeed indicator to tee, static N-P
AC811-JT-3D Tee-connect AGE75N1-3806-5 & -7 lines, 2 required N-S
75-3862-16 Line assy-airspeed tee to drain tee, pitot N-P
75-3862-15 Line assy-airspeed tee to drain tee, static N-P
AC811-MT-3D Drain tee-airspeed lines, pitot & static

(equivalent with plugs) 2 required F/N
75-3862-17 Line assy-airspeed, drain tee to strut point,static N-P
75-3862-18 Line assy-airspeed, drain tee to strut point, pitot N-P
73-1227 Clip-AG75-3862-17 &-18 airspeed lines, 5 required N-S
AN545-4-3 Screw-wood, round head, 73-1227 clip attach,l2 req. F/N
B75-3817-1 Line assy-strut point to pitot head, static N-P
B75-3827-2 Line assy-strut point to pitot head, pitot N-P
AC811-HT-3D Union-top & bottom, AGB75-3817-1 & =2 lines, N-S
75-3819 Clamp-AGB75-3817-1 & -2 lines to front lh wing strut,

2 required N-P
Attach hdw. 2 ea. AN515-6-6, 2 ea. AN365-632A, 2 ea. AN940-9 F/N
75-3827 Pitot tube & clamp assy, airspeed N=-S
75-3827-1 Pitot tube less clamp assy, type B-=6 N=-S
B75-3815 Clamp assy-pitot tube N-P
Attach hdw. 3 ea. AN515-6-6, 3 ea. AN365-632A, 3 ea. AN940-9 F/N
A201-0250-0600-0407 Line-flexible, o0il pressure gauge F/N
AN780-4 Nipple-A201-0250-0600-0407 connect to pressure gauge N-S
E75N1-3808-1 Line assy-flex hose to AN795-4 tee N-P
AN795-4 Tee-AGE75N1-3808-1, 3808-3, 3809-1 oil pressure line

connect N-S
B75-3813 Block-engine gauge lead support N-P
S-101-D16 Tube clip, 1 required F/N
Attach hdw. 1 ea. AN520-10-20, 1 ea. AN960-10, 1 ea. AN365-1032A F/N
75-3809-1 Line assy-oil pressure to AG75-3869 engine connection

line N-P
75-3869 Line assy-oil pressure to engine connection

(R-670, PT-17, N2S-4) N-P
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INSTRUMENT LINE INSTALLATION, PT-17,N2S=1, N2S-3, N2S-4, PT-13, N2S-5
FRONT COCKPIT continued

Figure 75
Part No. Description Cond.
A75N1-3801 Fitting-AG75-3869 to engine(R-670,PT-17,N2S-4) F/N
(ANB42~4)
AN884-4-12 Hose-engine connection, AG75-3815-13 or AG75-3869 F/N
ORDER FOLLOWING LINES IF INSTALLING TURN & BANK

A201-0375-0600-0707 Line-flexible, turn & bank indicator F/N
AC811-RT-6 Tee-turn & bank connection N-S
E75N1-3807-1 Line assy-turn & bank suction N-P
§-101-D16 Tube clip~turn & bank line attach, 1 required F/N
S-101-D18 Tube clip-turn & bank line attach, 1 required F/N
5-101-D7 Tube clip-turn & bank line attach, 2 required F/N
Attach hdw. 2 ea. AN520-10-8, 2 ea. AN960-10, 2 ea. AN365-1032A F/N
75-3861-1 Line assy-turn & bank suction, venturi tube to union N-P
6-2FT Nipple-at venturi F/N
AC-811-HT-6 Union-AG75-3861~1 to AGE75N1-3807-1 lines N-S
A-3A Venturi, 2" Venturi, 2" F/N
Attach hdw. 2 ea. AN3-5A (front holes) 2 ea. AN510-10, 4 ea. AN365-1032a,

4 ea. AN960-10 F/N
75-3851 Clamp assy-venturi to cabane strut N-P
Attach hdw. 2 ea. AN520-10-6, 2 ea. AN960-10, 2 ea. AN365-10322 F/N
B75-3812 Block-instrument lead support, 4 required N-P
Attach hdw. 4 ea. AN515-8-20, 4 ea. AN365-832A, 4 ea. AN960-8,

1 ea. AN520-10-28, 1l ea. AN36501-32A, 2 ea. AN960-10 F/N
B75-3823 Support assy-electric tach, generator N-S
B75-3823-1 Support assy-electric tach, generator N-S
E75N1-3806-11 Line assy-rate of climb vent (not shown) N-P
75-3800 M LK Instrument line kit, both cockpits, complete N-P

with fittings fitting N-S lines
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